FARR 40 ONE DESIGN RULE August 29, 1997
Boat #

FARR 40 MEASUREMENT CERTIFICATE - COMPLETE BOAT

ITEM RULE MEASUREMENT MINIMUM ACTUAL MAXIMUM

1 4.3 Scales certified? Y/N

2 14.1 Interior per Dwg # 22 Y/N

3 9.4 Beam Measurement at station 7.0 3960 3970
4 10.3 Deck layout per Dwg # 21 Y/N

5 10.3a  |Jib track - usable length 1060 1080
6 10.3a Stn. 7.0 to aft end of jib track 2460 2490
7 10.3c Cabin top winches on plinths? Y/N

8 10.3c Primary winches fwd stn. 7.0 115 165
10 10.3c Mainsheet winches aft stn. 7.0 660 710
11 11.1 Keel weight 2230 2295
12 11.1 Weight stamped in grid? Y/N

13 11.4 Geometry conform to templates? Y/N

14 12.1 Rudder tooling approved? Y/N

15 12.2i Gap between hull and rudder 3 6
16 12.2ii Hull to lower tip of rudder 2075 2085
17 12.2iii  |Maximum thickness of rudder 75 78
18 13.3 Hull to center of prop shaft 265 270
19 13.4 Propeller diameter 403 410
20 13.4 Propeller blade width 100 104




